
 Units   
 

Volumetric mass at 15°C kg/m3

 

 
 
GEAR OIL 

 
USES 

 
 

-   Gear boxes, axles, transfer boxes. 
-   Specially  recommended  for  highly  loaded  hypoid 

gears. 

-  All types of gears when the MIL-L-2105D specification 
or API GL-5 is required. 

. 
 
 

PROPERTIES 
 

 
-   High viscosity index. 
-   High Extreme-Pressure properties. 

-  Excellent antifoam, anticorrosive and antirust 
properties. 

- Excellent stability in operation. 
 
 
 

CHARACTERISTICS 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

The typical characteristics mentionned represent mean values. 

ZF TE-ML 05A, 12E, 16D, 17B, 21A 

 
 
 
 
 
 
 
 

 900 

Viscosity at 40°C mm²/s 330 

Viscosity at 100°C mm 2²/s 6 

Viscosity inde -x 105 

Flash point Clevelan °Cd 222 

Pour poin -°Ct 21 
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SPECIFICATIONS 
 
 Meets the requirements of

API GL-5 

EP B 85W140

Grade SAE
85W140

BEHTAM CO.
EP B 85W140
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BEHTAM EP B


